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6" X 12” TWO ROLL LABORATORY MILL  
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

GENERAL MILL SPECIFICATION  
 

 
ROLLS 6" diameter (150mm) x 12" face (300mm) chilled iron, 

cored for heating/cooling with rotary joints for water 
supply. 

ROLL SURFACE  The rolls will be re-ground to standard parallel mill 
finish  

 
BEARINGS Roller bearings with preload Grease system via top 

plates. The bearings will be fitted with spring loaded 
dust seals . 

 
RATIO    The roll ratio approx  1.1:1  
     
 
FRAMES Prefabricated cast type frame arrangement with 

removable steel top caps, Manual ratchet adjustment 
screws for roll (NIP) Gap. 

 
DRIVE  A 10HP ac motor is coupled to a heavy duty Right 

angle radicon gearbox driving a worm and pinion 
assembly for the rolls. 
  

CONSTRUCTION The mill is mounted on top of a fabricated base plate 
with motor and drive assembly to RHS.  
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SAFETY A new polycarbonate top guard system will be mounted 

over the roll nip with safety limit switches interlocked 
into the motor/roll drive system. Sheet steel covers over 
gears and rotating components. 

 Emergency stop button at front of machine. 
 Brake system to stop machine within limits 
 Safety system will be monitored and controlled to 

conform to specification 
 
ELECTRICALS  Automatic electrical motor starter with remote operation  

400v 50/60HZ (Variable speed option – see below) 
 

CONDITION  The machine is fully functioning and in full working 
order. The machine will be fully examined and re-
engineered / refurbished as detailed within this 
quotation prior to despatch. Final Paint Finish Colour to 
be advised by client 

 
 

 
OPTIONS Inverter control to provide variable speed of rolls 
 Including front panel mounted components comprising : 

·  Start & stop pushbutton, 
·  Speed set potentiometer 
·  Ammeter 
·  Emergency stop pushbutton 
·  Mains on Lamp 

 
 

         
 
 
 
 
AVAILABILITY  Approximately 3weeks from receipt of order and 

deposit (based on current work loading – shorter lead 
times may be available; please reconfirm prior to 
placing an order). 
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TERMS     50%  with order 
      50%  on completion at our works. 
 
      
EXCLUSIONS   Any items not specifically mentioned above. 
 
 
 
PACKING & SHIPPING   Extra at cost. 
 
 
 
VALIDITY  Offer subject to machine remaining unsold  

valid for a period of 21 days from issue date. 
 
 
 
Service and Support  
Ongoing service and maintenance for these machines is available via our service department. 
– 
Our highly skilled workforce are also able to support and service many other manufacturers’ 
equipment – contact our office if this service is of interest. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Machine is also on offer elsewhere and is offered subject to remaining unsold. 
Any price quoted or offered is for the machine ‘as is- where is’  unless otherwise stated in writing. 

Our engineers can also re-locate and commission this equipment for an addition cost outside the current offer. 


